TWAUWDIO PA-SYS-ONE

QUICK SETUP GUIDE

System components

el Soletlele ] 2x T24N-60/90 + 4x B30
Amprack 4-channel system-amprack, SYSRACK-TGX10 or SYSRACK-X

2x LSK44-150 (optional +2x LSK44-150)
4x LSK44-010

CBT24 cradle bar for flying / BCT24 rigging adapter / BBT24 bracket /
Aelelessioilsist | SBT24 swivel bracket/
FDB3O0 frontdolly/ CoverB30 cover/ CoverT24 cover/ CaseT24 case

Cable

Cabling option 1 Cabling option 2

&
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&

T24N-60: T24N-60:
T24N-60: / T24N-60: CH1 — CH3 —
CH1 — Pin 14/ CH3 — Pin 1+/- ( Pin 1+/- Pin 1+/- \

CH2 — Pin 2+/- CH4 — Pin 2+/-
CH2 — Pin 2+/- CH4 — Pin 2+/-
Amplifier configuration of the displayed system:
T24Npa-60flat BS30-default T24Npa-60flat BS30-default

Further information on wiring the power outputs is provided in the operating manual ,,APL-output wiring®.
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https://twaudio.de/product/b-serie/bsx-weitreichend-tiefgruendig/
https://twaudio.de/en/product/amplifiers-software/sysrack-tgx/

PA-SYS-ONE TWALDIO®

QUICK SETUP GUIDE

Commissioning

The T24N loudspeaker is designed for standing or hanging, vertical operation. TWAUDIO offers a wide range of
accessories for a safe setup of the speaker. The B30 loudspeaker is designed for stacked, vertical and horizontal
operation. For further information on mechanical system setups, please refer to the T24(N) system rigging manual.

To operate the PA-SYS-ONE system with a single amplifier, the T24N loudspeakers have to be in PASSIVE mode.
The speaker uses the internal passive crossover and is driven by one amplifier channel.

The operation of T24N and B30 loudspeakers requires a DSP controller.
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NOTE

Never change the mode of the T24N loudspeaker during operation. Depending on the selected
mode, the corresponding preset on the amplifier must be loaded.

Operation with an incorrect preset may damage the loudspeaker.
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The T24N loudspeaker is equipped with an exchangeable and rotatable HF horn. The nominal dispersion angles
of the horn variants are 60° x 40° (hor. x ver.) and 90° x 50°. Depending on the horn variant used, the appropriate
preset has to be loaded.

The following listing illustrates the preset nomenclature and the corresponding speaker configuration based on two
examples:

e T24Npa-60flat - T24N in PASSIVE mode (one amplifier channel) with 60°x40° horn driven with flat preset for
operation with subwoofers.

e T24Nbi-90full - T24N in BIAMP mode (two amplifier channels) equippted with a 90°x50° horn driven with full
preset for stand-alone operation.

For more information on the preset structure on the individual amplifier platforms, please refer to the preset manuals
for Dynacord Sonicue and Powersoft ArmoniaPlus.
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https://twaudio.de/product/b-serie/bsx-weitreichend-tiefgruendig/
https://twaudio.de/en/product/amplifiers-software/sonicue/
https://twaudio.de/en/product/amplifiers-software/sysrack-x/

